Table 3. Refiner and Blender Net Production
(Thousand Barrels per Day)

Current Week Last Week Year Ago 2 Years Ago Four-Week Averages
Product / Region 12/28/12 12/2112 | Difference | 12/30/11 gfl:‘:;; 12/31110 Zf\;c:;; 1228112 | 12/30111 gfl;":;‘;
Refiner Net Production
Finished Motor Gasoline’ ................... 2,575 2,740 -165 2,731 -5.7 2,983 -13.7 2,663 2,800 -4.9
East Coast (PADD 1) .. 131 147 -16 163 -19.8 195 -32.7 150 170 -11.6
Midwest (PADD 2) .... 883 914 -32 804 9.8 824 71 873 873 0.0
Gulf Coast (PADD 3) ... 1,051 1,212 -161 1,291 -18.6 1,372 -23.4 1,116 1,262 -11.6
Rocky Mountain (PADD 4) ... 256 253 3 222 15.2 290 -11.9 242 234 3.6
West Coast (PADD 5) ... 255 213 41 251 1.5 303 -15.9 281 261 7.7
Reformulated ................. 77 85 -7 86 -10.4 69 11.6 81 93 -13.2
Blended with Ethanol 77 85 -7 86 -10.4 63 22.7 81 93 -13.2
Other .......... 0 0 0 0 - 6 -100.0 0 0 -
Conventional . 2,498 2,655 -157 2,645 -5.6 2,914 -14.3 2,582 2,707 -4.6
Blended with Ethanol 401 412 -1 337 18.9 229 75.2 397 372 6.6
Ed55 and Lower ..... 401 412 -11 337 18.9 228 76.0 397 372 6.6
Greater than Ed55 . 0 0 0 0 - 1 -100.0 0 0 -
Other .... 2,097 2,243 -146 2,308 -9.1 2,685 -21.9 2,185 2,335 -6.4
Distillate Fuel Oil .. 4,840 4,877 -37 4,820 0.4 4,622 4.7 4,817 4,914 -2.0
15 ppm sulfur and Under . 4,454 4,458 -4 4,265 4.4 3,994 11.5 4,367 4,217 3.5
> 15 ppm to 500 ppm sulfur . . 59 51 9 192 -69.0 265 -77.6 84 213 -60.3
> 500 ppm sulfur ..... . 326 368 -42 363 -10.1 363 -10.0 366 484 -24.4
Kerosene .................. -6 116 -122 22 -128.1 25 -124.1 34 14 140.0
Kerosene-Type Jet Fuel . 1,533 1,464 69 1,434 6.9 1,422 7.8 1,495 1,428 4.7
Residual Fuel Oil 361 350 11 469 -23.2 513 -29.7 351 478 -26.5
Blender Net Production

Finished Motor Gasoline' ... 6,124 6,657 -534 5,924 3.4 5,879 4.2 6,416 6,343 1.2
East Coast (PADD 1) 2,551 2,722 -171 2,421 5.4 2,510 1.6 2,667 2,633 1.3
Midwest (PADD 2) 1,303 1,493 -191 1,399 -6.8 1,380 -5.6 1,406 1,442 -25
Gulf Coast (PADD 3) ... 999 1,072 -73 892 121 786 271 1,029 960 7.2
Rocky Mountain (PADD 4) . 66 72 -7 40 65.4 37 78.8 70 45 56.1
West Coast (PADD 5) 1,205 1,297 -93 1,172 2.8 1,167 3.3 1,245 1,263 -1.4
Reformulated 2,767 3,005 -237 2,700 25 2,701 25 2,864 2,923 -2.0
Blended with Ethanol 2,767 3,005 -237 2,700 25 2,702 24 2,864 2,923 -2.0
Other .......... 0 0 0 0 - -1 -100.0 0 0 -
Conventional . 3,356 3,652 -296 3,223 4.1 3,179 5.6 3,552 3,419 3.9
Blended with Ethanol 4,542 4,983 -441 4,431 25 4,308 5.4 4,784 4,732 1.1
Ed55 and Lower ..... 4,541 4,982 -441 4,429 25 4,307 5.4 4,783 4,730 1.1
Greater than Ed55 . . 1 1 0 2 -74.0 1 -52.6 1 2 -49.4
Other .............. . -1,185 -1,330 145 -1,207 -1.8 -1,130 4.9 -1,232 -1,313 -6.2
Distillate Fuel Oil ..... 23 28 -5 12 86.9 3 731.0 BE) 11 229.2
15 ppm sulfur and Under . 8 12 -4 15 -44.5 -8 -203.0 10 -32 -131.1
> 15 ppm to 500 ppm sulfur . 11 3 8 -20 -153.9 2 456.0 10 -12 -181.2
> 500 ppm sulfur .. 4 14 -9 17 -74.7 9 -52.6 16 55 -71.0
Kerosene .... 1 1 0 2 -66.0 B -84.4 1 2 -60.6
Kerosene-Typ 0 0 0 0 - 0 - 0 0 -

~~ = Not Applicable.
~— = Data Not Available.

1 Does not include adjustments for fuel ethanol and motor gasoline blending components.
Notes: Data may not add to total due to independent rounding. Differences and percent changes are calculated using unrounded numbers.

Source: See page 29.
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